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40 Years tooling Experience

We at Tresky support you in setting up a 
die bond process using standard pick-up tools 
with different round tips. 
Standard tools are available from stock with
steel body and Vespel tip or in tungsten carbide.

Special die bond processes need special tools.
 
We at Tresky support you in developing 
pick-up tools for your specific application. 
Custom made special tools are designed 
in tungsten carbide, plastic and ceramic.
Ceramic tools can be designed with exotic
shapes.

Standard Plastic and Tungsten Carbide Tools

Ceramic Tool / Face 4.0x0.3mm / Vacuum Slot 3.0x0.2mm

Inverted Pyramid Die ColletInverted Sphere Tool

Vespel Tool / 4 Vacuum Holes / Central Cavity  Tungston Carbide Tool / 3 Vacuum Holes
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Standard and customized
stamping tools

Standard pick-up tool  -  on stock

Custom Pick-up tool

Various

Headquaters

Since 1980

Standard tool available from stock 

Stainless steel with vespel tip (SK) tungstEn carbide (hm)

Tip Material:
  • Vespel® Polyamide (PI)
Shank material:
  • Stainless steel
Temperature:
  • 250°C
Resistivity range:
  • Dissipative
Hardness:
  • Rockwell E35

Tip Material:
  •  Tungsten Carbide
Shank material:
  • Tungsten Carbide
Temperature:
  • 500°C
Resistivity range:
  • Conductive
Hardness:
  • 1700 HV10

Tool (OD) Tool (ID)
Ø 0.2 Ø 0.15
Ø 0.25 Ø 0.15
Ø 0.3 Ø 0.15
Ø 0.4 Ø 0.2
Ø 0.6 Ø 0.3
Ø 0.8 Ø 0.4
Ø 1.0 Ø 0.5
Ø 1.2 Ø 0.7
Ø 1.6 Ø 1.0
Ø 2.0 Ø 1.2
Ø 3.0 Ø 2.2
Ø 4.0 Ø 3.2
Ø 6.0 Ø 4.5

Lorem ipsum

Tool (OD) Tool (ID)
Ø 0.100 Ø 0.050
Ø 0.125 Ø 0.075
Ø 0.150 Ø 0.100
Ø 0.20 Ø 0.14
Ø 0.25 Ø 0.14
Ø 0.3 Ø 0.15
Ø 0.4 Ø 0.2
Ø 0.6 Ø 0.3
Ø 0.8 Ø 0.4
Ø 1.0 Ø 0.5
Ø 1.2 Ø 0.7
Ø 1.6 Ø 1.0
Ø 2.0 Ø 1.2
Ø 3.0 Ø 2.2
Ø 4.0 Ø 3.2
Ø 6.0 Ø 4.5

Stainless steel with exchangable silicone tip (g)

Tool (OD) Tool (ID)
Ø 1.02 Ø 0.51
Ø 2.03 Ø 1.02
Ø 3.05 Ø 1.52
Ø 4.06 Ø 2.03

Tip Material: Silicon rubber
Shank material: Stainless steel
Temperature: 200°C
Resistivity range: Insulative
Hardness: 55 Shore A

Stamping tools Push-up needles Dispensing needles

Standard and customized
die ejector needles and holder

Standard and customized
dispensing needles

SK
tip

hm 
tip

G 1.0 5 pcs set
G 2.0 5 pcs set

5 pcs set
5 pcs set

G 3.0
G 2.0

Spare Silicon Tips
g
tip

Inverted Pyramid Die Collet Flat Face Tool Frame Face Tool Channel Die Collect Ceramic (Al2O3 99.9%)
- made of HM - made of HM - made of different material - made of HM Hardness HV10 1800
- contact on all edges - contact on surface - contact on border surface - contact on two edges Thermal Coductivity 30 W/mK

- specific for narrow-long Surface Treatment Ra~0.4µm


